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To obtain alwasy a good printing result, it is important 
in hygroscopic materials such as e.g. ABS, PA, PC, PMMA, 
that the material is processed dry. This is important for the 
reproducibility of the printing results, as well as for the 
properties of produced part (mechanical strength) .The BZT 
3D Filament dryer is a dehumidifying dryer, which is based 
on the proven technology in plastics processing.

Speci� c dimensions of the drying room are available on 
request!

Technic
 Coils: Ø 250 mm
 Coils thickness: 50 mm
 Ideal  for ABS, PA, PC, PMMA Filament
 Permanently settable drying temperatures: 80°C,   
       100°C,  110°C, 120°C
 Dew point: - 40°C
 Noise level 55 dBA
 Dimensions: 450x600x600 mm
 Weight: 50 kg
 Power connection: 230 V AC 50 Hz +/- 10% 0,9 KW
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Special Equipment:
HMI
 Free temperature setting 60°C - 140°C
Accuracy+- 1°C
Essential accessories:
Programmable weekly timer, user-programmable start 
and stop time for each day

Programmable drying time
Charge drying
 Ideal for processing PUR and TPE
 Con� gurable time at which the material is dried hot
 Keeping the material dry by cold dry air

A joint venture
BZT Maschinenbau GmbH and Cotecom GmbH 


